




TYPE 375
•	 Maximum Operating pressure 300 Bar

•	 Available as reel only or with hoses 

•	 Twin bore 1/4”, 5/16”, 3/8” or 1/2” Siamese hose with 
	 various end fittings (see table).

•	 SAE100 R7 hose fitted as standard.***

•	 Left or Right Handed Mounting

•	 Inlet Ports 3/8” BSP

•	 Cassette loaded spring for safety and easy removal

•	 Includes mounting bracket

Other options available on request include:
	 •	530 dia reel for longer hose pull offs
	 •	Marine Reels
	 •	Low & High Torque springs

	***R8 available as option

*Pull off length with 1.5 pretension spring turns.

	 **Hose connection into reel 3/8 BSP 90o elbow.

TYPE 375 SWIVELS

SWIVELS

2 PORT SWIVEL

Swivels Only 
To be used in conjunction with swivel adaptors (see table below)*

Swivel with Check Valve
No Adaptors

51601 2 Port Swivel Replacement Seal Kit

•	Suitable for use with Type 375, 
	 Type 4 and Multifunction reels.

•	Available with or without check valves.

4 PORT SWIVEL
•	Suitable for use with 
	 4 Port Tecreels.

•	Provides 4-in-line connection with 
	 hose outlets at 180° to each other. 

•	Comes without check valves.
Part Numbers

Part Number Description Max Pressure rating

OA50193

Swivel without Check Valve
No AdaptorsOA50194

210 bar

300 bar

Swivels Only 
To be used in conjunction with swivel adaptors (see table below)*

Swivel with Check Valve
No Adaptors

51893 4 Port Swivel Replacement Seal Kit

Part Numbers

Part Number Description Max Pressure rating

OA50264 210 bar

Swivels With Adaptors
Use swivel number above and add the variation number as required, eg OA50193-201

Variation No. Inlet Ports Outlet Ports

	 201	 1/4” BSP	 1/4” BSP
	 202	 3/8” BSP	 3/8” BSP
	 203	 9/16” JIC	 9/16” JIC
	 204	 3/4” JIC	 3/4” JIC
	 205	 M16X1.5 - 24O	 M16X1.5 - 24O

	 206	 1/4” BSP	 3/8” BSP
	 207	 9/16” JIC	 3/8” BSP
	 208	 9/16” JIC	 1/4” BSP
	 209	 3/8” BSP	 9/16” JIC
	 210	 1/4” BSP	 9/16” JIC
	 212	 3/8” BSP	 M18X1.5 - 60O

	 213	 M16X1.5 - 24O	 M16X1.5 - 60O

	 217	 9/16” JIC	 3/4” JIC
	 219	 M16X1.5 - 60O	 M16X1.5 - 60O

Swivels With Adaptors
Use swivel number above and add the variation number as required, eg OA50264-202

Variation No. Inlet Ports Outlet Ports

	 201	 3/8” BSP	 3/8” BSP
	 202	 1/4” BSP	 1/4” BSP
	 203	 9/16” JIC	 9/16” JIC
	 204	 9/16” JIC	 3/8” BSP
	 205	 9/16” JIC	 3/4” JIC
	 206	 M18X1.5 - 24O	 M18X1.5 - 24O

	 207	 M16X1.5 - 60O	 M16X1.5 - 60O

	 208	 3/8” BSP	 M18X1.5 - 60O

	 209	 1/4” BSP	 3/8” BSP
	 210	 M16X1.5 - 60O	 M18X1.5 - 24O

Used to connect Tecreel hoses to moving parts, they allow a full 180o movement.
Swivels can be ordered with adaptors or without, in which case the adaptors should be ordered separately.
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TYPE 4
•	 Low cost option for twin hose reel
•	 Maximum Operating pressure 170 Bar
•	 Available as reel only or with hose 
•	 Twin bore 1/4” or 5/16” Siamese hose with various end fittings (see table).
•	 SAE100 R7 hose fitted as standard.
•	 Left or Right Handed Mounting
•	 Inlet Ports 1/4” BSP
•	 Mounting bracket included

**Hose connection into reel 3/8” BSP swan neck elbow.

*	Pull off length with 1.5 pretension spring turns.

MULTI FUNCTION
•	 Maximum Operating pressure 300 Bar
•	 Available with 2 hoses 3/8” or 5/16” and 6 wires†
•	 Max voltage 80V Max Current 4.5A
•	 SAE100 R7 hose fitted as standard***.
•	 Left or Right Handed Mounting (can be changed)
•	 Inlet Ports 3/8” BSP
•	 Includes mounting bracket

†1/4in bore hose available on request.

***R8 available as option

	 **Hose connection into reel 1/4” BSP 90o elbow.

*Pull off length with 1.5 pretension spring turns.

MULTI 
FUNCTIONTYPE 4
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